LUMINAIRE MAX. WT. 75 LB.

MAX. PROJ. AREA 3.3 SQ. FT.

CAST ALUMINUM POLE CAP

.

TAPERED "OVAL" ONE PIECE
MONOTUBE  LUMINAIRE ARM
SEE DETAIL, SHT. 23

FOOT, SHEET 23

o TRAFFIC SIGNAL MTG.

26'-0"

TOTAL HEIGHT - ALL POLES 28'-6"
25'-0"

FROM BHC

HANDHOLE AND
COVER 180°

V/

HT. WHERE REQ'D.

2" BLIND HALF COUPLING

SPAN WIRE CLAMP
(AS SPECIFIED IN
PLANS) SEE SHEETS
26 & 27 FOR DETALS

—i
o
S SIMPLEX
"J" HOOK WIRE SUPPORT REQ'D. IN
ALL POLES SEE DETAIL SHEET 24
ol
71
3”X 5”

WHEN

S

22'-0

16'-0"

TROLLEY CABLE MTG.
HT.

WHERE REQ'D.

17 BLIND HALF COUPLING
T 45 UP FOR
COMMUNICATION CABEE

REQUIRED

BY PLAN

NOMINAL MOUNTING HT. - 30'-0"

4" x 8 CURVED HANDHOLE WITH

CAPTIVE CHAIN ON COVER - REQ'D.

FOR ALL POLES 180" FROM LUM

ARM SIMPLEX. SEE SHT. 24 FOR

CONSTRUCTION DETAILS

LOAD CHART

SEE SHEET NO. 22
FOR POLE SIZE &

4" x 8 HANDHOLE - SEE DETAIL - SHEET 24

/)(\/

SEE POLE BASE
DETAIL, SHEET 21

CAST ANCHOR BASE
SEE DETAIL RIGHT

NUT AND
WASHER

NOTE:

HOT DIP

ENTIRE ASSEMBLY TO BE

GALV. AFTER

FABRICATION.

S)

(&

2)

"o

g

(SEE CHART - SHEET 22)

®

/“'\@

ﬁ\
FOUR "L" BENT

ANCHOR BOLTS

TYPICAL ANCHOR
BASE DETAIL

SEE_CHART f
SHEET 22 — :T_
|
NUT FOR
LEVELING ON
ALL POSTS
EXCEPT TYPE |
REVISIONS

POLE DETAILS

/

STANDARDS FOR
STREET LIGHTING

POLE AND ANCHOR

BASE DETAILS

NO SCALE

CITY OF DAYTON, OHIO
14A—-17113




